OV-10 CERES Flight Summary Report

CLAMS #5, Flight R-115, 7/23/01

 (all times in UTC unless otherwise noted)

Flight Card:

	Pattern

#
	Pattern

Type
	*Altitude

ft, MSL
	*Start

UTC
	*Stop

UTC
	**Boundaries
	Comments

	
	Engines On
	11
	15:01
	N/A
	
	

	
	Takeoff
	
	15:17
	
	
	LFI

	
	Serve as safety communications relay aircraft for the Convair-580
	~10000
	
	
	Eastern Shore of Virginia
	Convair-580 in the vicinity of NOAA Buoy 44009

	
	Land
	
	16:41
	N/A
	
	LFI

	
	Engines Off
	11
	N/A
	16:46
	
	

	
	
	
	
	
	
	


Notes: 

LFI = Langley AFB, VA (adjacent to NASA-Langley)

*  “On condition” start & stop times and altitudes approximate unless otherwise noted

Manifest:
Pilot = Kagey, L. O., III 
Aft Cockpit (Flt. Test Engineer) = none
Instrumentation System Configuration:

{for details see: a) Aircraft Work Orders in Quality Assurance files, b) OV-10 Experimental Equipment Log in OV-10 Crew Chief’s files, c) OV-10 CERES Experimental Systems Logbook maintained by OV-10 Systems Integration Engineer (V. E. Roback), and d) OV-10 CERES Experimental Equipment database tables maintained by OV-10 Systems Integration Engineer (V. E. Roback)}

A. Software Configuration:

Operating Systems: L0 = Windows NT
L1 = Windows 98
L2 = Windows 98

Labview Data Acquisition (DAQ) C-FAR code = v2.08.04 (LabView v5.1)

FieldSpec FR Spectroradiometer code = v2.11

B. Changes since Flight #R-114 (7/17/01): 

1) A leak check was performed on the 5-hole probe static ports using negative pressure.

2) The system counter on the aft cockpit operator’s console power box B-201 was reset to 00:00:00 (its reading before reset was 98:46:30).  This counter displays a running total of instrumentation system “power on” time.

Basic Aircraft Configuration:

{for details see: a) Aircraft Work Orders in Quality Assurance files, b) OV-10 Crew Chief’s maintenance files}

A. Changes since Flight #R-114 (7/17/01):


1) Replaced #1 engine generator control unit & adjusted #1 to equal load with #2


2) Replaced secondary bus relay & K118

B. see aircraft weight and balance sheet

Anomalies:

Preflight: no instrumentation system preflight performed since the instrumentation system was not used

Flight: none (the instrumentation system was not powered and used during this flight)

Run Notes: 

The CERES C-FAR instrumentation system was not powered and hence not used during this flight.  The OV-10 served as a safety communications relay aircraft for the Convair-580 which was operating at low altitude in the vicinity of NOAA buoy 44009.

Submitted By:
V. Eric Roback, OV-10 Integration / Operations Engineer
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