OV-10 CERES Flight Summary Report

CLAMS #12, Flight R-122, 8/2/01

 (all times in UTC unless otherwise noted)

Flight Card:

	Pattern

#
	Pattern

Type
	*Altitude

ft, MSL
	*Start

UTC
	*Stop

UTC
	Boundaries
	Comments

	
	Engines On
	11
	11:42
	N/A
	
	

	
	Takeoff
	
	11:51
	
	
	LFI

	
	Holding
	
	
	
	
	Convair-580 was unable to takeoff; thus the mission was cancelled

	
	Land
	
	13:06
	N/A
	
	WAL

	
	Engines Off
	41
	N/A
	13:06
	
	

	
	
	
	
	
	
	


Notes: 

LFI = Langley AFB, VA (adjacent to NASA-Langley)

WAL = NASA Wallops

*  “On condition” start & stop times and altitudes approximate unless otherwise noted

Manifest:
Pilot = Rivers, R. A. 
Aft Cockpit (Flt. Test Engineer) = Roback, V. E.
Instrumentation System Configuration:

{for details see: a) Aircraft Work Orders in Quality Assurance files, b) OV-10 Experimental Equipment Log in OV-10 Crew Chief’s files, c) OV-10 CERES Experimental Systems Logbook maintained by OV-10 Systems Integration Engineer (V. E. Roback), and d) OV-10 CERES Experimental Equipment database tables maintained by OV-10 Systems Integration Engineer (V. E. Roback)}

A. Software Configuration:

Operating Systems: L0 = Windows NT
L1 = Windows 98
L2 = Windows 98

Labview Data Acquisition (DAQ) C-FAR code = v2.08.04 (LabView v5.1)

FieldSpec FR Spectroradiometer code = v2.11

B. Changes since Flight #R-121 (8/1/01): none

Basic Aircraft Configuration:

{for details see: a) Aircraft Work Orders in Quality Assurance files, b) OV-10 Crew Chief’s maintenance files}

A. Changes since Flight #R-121 (8/1/01): no significant

B. see aircraft weight and balance sheet

Anomalies:

Preflight:

1) Aft cockpit left composite video monitor inoperative

2) Tail camera VCR inoperative

3) PSP (top pod): a) small nick on the inner dome glass near the zenith position, b) several small blemishes on the outer dome

4) PSP (belly pod): a) small nick near the nadir position on the outer dome

5) FieldSpec FR RCR (top pod): short, thin black mark at the 4 o’clock position (relative to the 12 o’clock position which is the most aircraft-forward position of the circle) on the outer portion of the circle which the RCR head makes; there appear to be small surface smoothness changes around the black mark.  The usual wiping of the RCR head with a moist cloth does not remove the mark (past attempts at cleaning the RCR head using a cloth moistened with a 70% isopropyl alcohol solution were also unsuccessful).

6) FieldSpec FR (belly pod): several FR script software restarts needed due to apparent freezing of FR data display, however the software functioned properly during the remainder of the preflight checks

7) all other checks = ok

Flight:

1) The mission was eventually cancelled in-flight by project operations due to a Convair-580 ground delay, consequently no data was collected during this flight.

2) Aft cockpit real-time display calculated values for PSP thermopile, PIR thermopile, and PIR flux were not correct (likely due to a conversion error in the display software), however, the raw values were correct, hence the recorded data is unaffected and correct.

Run Notes: (real-time display values listed below are approximate)

Video Tapes:  time-stamped images from uplooking and downlooking video cameras with audio remarks by the flight test crew are available for each flight

1) This was to be a joint (formation flight) mission with the Convair-580.  The Convair-580 experienced a ground delay, which required the OV-10 to fly a holding pattern near NASA Wallops.  The mission was eventually cancelled by project operations.  The OV-10 then landed at NASA Wallops for refueling while the Convair-580 problems were solved in preparation for a mid-day mission.

Submitted By:
V. Eric Roback, OV-10 Integration / Operations Engineer

Robert A. Rivers, OV-10 Project Pilot
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